| |
| 24 | VARIES 012" | 24 | 24 | VARIES 0'-12' | 24

SN 2L & VAR,

CH 3 FERRY ROAD

RIVER ROAD TO WEST BRANCH - DUPAGE RIVER CH 3 FERRY ROAD
STA. 99+06 TO STA. 116+16 RIVER ROAD TO WEST BRANCH - DUPAGE RIVER
EXISTING TYPICAL SECTION STA. 99+06 TO STA. 116+16

PROPOSED TYPICAL SECTION
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CH 3 FERRY ROAD
WEST BRANCH - DUPAGE RIVER T0 MILL STREET CH 3 FERRY ROAD
STA. 116416 TO STA. 166+98 WEST BRANCH - DUPAGE RIVER TO MILL STREET
EXISTING TYPICAL SECTION STA. 116+16 TO STA. 166+98
PROPOSED TYPICAL SECTION
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CH 53 DIEHL ROAD CH 53 DIEHL ROAD

vor Jous _locat ions\work order I\cadd\dgn\sheets\O7 Typical Sections 04.dgn

WINFIELD ROAD TO MILL STREET WINFIELD ROAD TO MILL STREET
STA. 88+66 TO STA. 118+35 STA. 88+66 TO 118+95
EXISTING TYPICAL SECTION PROPOSED TYPICAL SECTION

LEGEND

EXISTING HMA BINDER & SURFACE (VARIES 3" TO 4 HMA SURFACE REMOVAL, 1-1/2"

EXISTING HMA OR P.C.C. BASE COURSE HMA SURFACE REMOVAL, 1-3/4“
EXISTING AGGREGATE SUBGRADE

EXISTING COMB. CONCRETE CURB & GUTTER, TYPE B-6.12

HMA SURFACE COURSE, MIX "D", NT70, 1-1/2"

POLY. HMA SURFACE COURSE, MIX “F*, N90, 1-3/4"

EXISTING COMB. CONCRETE CURB & GUTTER, TYPE B-6.18 BITUMINOUS MATERIALS (PRIME COAT)

EXISTING COMB. CONCRETE CURB & GUTTER, TYPE B-6.24
AGGREGATE (PRIME COAT)

EXISTING SIDEWALK
PATCH (AS DIRECTED BY THE ENGINEER)
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EXISTING BITUMINOUS PATH
COMB. CONC. CURB & GUTTER REMOVAL & REPLACEMENT

© @O0EOOO®EO

(AS DIRECTED BY THE ENGINEER) NOTE:
SIDEWALK REMOVAL & REPLACEMENT LEVELING BINDER (MIN, 3/4'), IF REQUIRED, SHALL BE LEVELING
(AS DIRECTED BY THE ENGINEER) BINDER (MACHINE METHOD), N70, IL 9.5
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